COUNT-WISE 1. M & BANTAM TECHNICAL DETAILS

VMIENSIONS COUNT-WISE 1 COUNT-WISE M MAX-BANTAM

gl - 185 Ibs / 84 kg 2751bs/ 125 ke 160 Ibs / 72 kg

ight: 3 Taem 3577 138cm 2B/ T0em

dihe 38"/ 95 & 427/ 105cm 18"/ 45¢m

pah: 54"/ 135cm 56"/ 140cm 36"/ 90cm

wck Size: 87 2em 2 20em &7 15em

e Dimensions: bf e g A 15" X 18"
GEcm X 63cm Alcm X 80cm 3Bcm X 45cm

{unless speeial order)

EET SIFE:
Minimume: 2y x5 2" x5 2¥ x5

3.5cm x 13cm F.5cm x 13cm F3.5cm x 13cm
Smuller sheets can be counted using optional coupon tray (214" x 2 347 (57mm x Thnm)
Maximuamn: Limited only by size of table selected.
APER RANGE: 20 up 10250 G2
20 b Book up o 010 Stock
4 1b Bond up o 010 Stock
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(Chiice of 2 with the purchase o

[ any of these three counters.)

Blade #70; 30— 75 Gyn? Blade #71: 5090 (/M2
20— 50 Ths Books 33 — 60 Ihs Book
8 — 20 Ihs Bond 13- 24 Ihs Bond
Blade #72; 75— 110 GIM? Blade #73; 110 - 220 G/
50— 73 Ihs Book 73— 113 Ibs Book
20— 30 Ihs Bond 20— 45 Ibs Bond
Blagde #74: 20— 30 G/M? SRlade #75: 110 up 1o 250 G/M?

Tissue thru ondon skin 006" up o 010

COUNTING SPEED:  CW-1 & M: Variable up to 2500 sheets per minute sccording to texture of paper.
Bantam: Variable up to 2000 sheets per minute sccarding o texiure of paper.

Al INSERTIOMN: CWel & M 3 TO Y99S Banam: 3 TO 999

ECTRICAL: 120 AC 60 Cyele, 15 Amps or 230% AC 15 Amps @30660 Hz

(If you canmt maintain a steady power source, please call us to purchase an opiional line
conditioner W insure accurucy.)
Standards o which conlformity is declored: CW-1 & M: EN 55022 Class A, EN 55024:1998 & EN 60950 (1992).
BANTAM: EN 22011, EN 200821 & EN 602041,

OTE: ACCORDING TO THE OF THE PAPER TO BE COUNTED, BREATHERS (WOOD
SERTS) MAY BE NECESSARY ON THE CW-1 OR CW-M (SEE PAGES 14 & 15). STACK
LE AND COUNTING ABILITY MAY VARY DUE TO THE SUBSTANCE AND TEXTURE OF
IE PAPER BEING COUNTED AND THE TABBING RANGE SELECTED. A CURL OF THE
JRNER COUNTED IS T0 BE EXPECTED DUE TO THE MECHANICAL OPERATION

IAT SEPARATES THE SHEETS.



